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Legend
Digital display for time of day and date 8 Push-button RESET/LAP
2 Running time indicator 8 Push-button Tor the night light
3 Push-button CYCLE 10 Back cover
4 Setting knob SET for time of day and date 11 Batery change indicator on the back
5 Digital display for the stopwatch functions 12 Screws for the battery contacts
6 Push-button START/STOP 13 Battery contacis
T Push-button DISPLAY /SPLIT 14 Batteries

Extendead tests have shown that a waitch worn on the wrigt haz an average température of
about 28°C (B3" F). Your Chronosplit has therefore been regulated to an accuracy of =5
saconds per month at 28" C (83" F). If you do not wear it constantly or store it for a prolonged
period, the watch may be out of this namow tolerance due to the temperature change., Keep
cardful track of the monthly vanations. Youwr Heuer Service Station can adjust the average
manthly tolerance of your ﬂl1r|‘||'||‘r~‘:11]|l 1o Bt Your own personal Wweanng huakirts

TIME OF DAY FUNCTIONS

The time of day display shows as per réquest hours and minutes and date or simultanaoushy
both informations. The watch i running when the colon @& between hours and minutes
flashes with every second
On parmanent time of day display (standard functioning mode) the date (day. month)
appaars by a single dapression of the push-button CYCLE Q. The date then remains for
2 seconds (or as long as the push-button @ is being depressed) and thereafter automatically
jumps back to the ima of day indication
If starting from the time of day display the push-button @ is being depressed twice,
the runming minutas and seconds of the time of day appear on the display. Another
depression of push-buttan & changes the display again into hour/minute-display.
A first depression of button SET @ with a pen, pancil or 50 shows simultaneous time/date
display in intervals of 2 seconds

We welcome you amongst the HEUER CHRONOSPLIT owners and congraiulate you for
vour decision to acguire such a remargquable time piece. This revalutionary, fully slectromnc
chronograph with its unique features is the result of many years of experience in the field
of electronic short imea meaasurement

Whan you follow carefully the hereafter mantionned serviceé and warranty nstructions
vour HEUER CHROMOSPLIT wall give you entirg satisfaction Tor many years should for
any reason servicing of your watch be required, then we can assure you that the world-wide
HEUER service orgamzation will give you professional assistance

MAIN CHARACTERISTICS

Cuartz fraquency 32 768 cycles resp. oscillations per second

ACCUracy &5 sec/month at 28° C resp. B3°F

Integrated circuit technique C-MOS-L31

Timing unit of stopwatch 100 sec

Stopwatch measuring range 11 h 5% min 59,99 sec

Displays two separate LCD (liquid crystal)-displays, oné for the

time of day 0 and one for the stopwatch measunng systam
with the functions START-STOP-SPLIT (intermediate
times) and LAP (lap- or partial Limgs)

fwo 1.55 V silver-oxyde banenss (see paragraphe ~Power
supply )

Power supply

Programming possibilities (fix settled)

Display STANDARD I USA |

24 hours | 1;'_"11.'!u.||'5-

Time :;Eal I r E_E%l:
' 1 Day — Month | Month — Day |
Date | (@519 (1i25) |

The STANDARD- or USA-time of day- and date display is fix settled in the CHRONOQSPLIT,
and there is no possibility 1o change it at a later date

Setting of time of day and date

The indications are based on the CHRONOSPLIT with STANDARD -programming

The various display and setting operations take place according to the following scheme
Every depression of push-button SET & by means of a pointed pencil, pin elc adwvances
the program to the next step. The displayed information can then De comractad by permanent
depression of push-button CYCLE

Display [Push-button Action | Function

e ! ¢ single depression I display changes from time of day

iH:2d | Cycle to day/date (changes back auio-
| matically 1o time of day after

2 seconds)

Time of day






